Available online at www.sciencedirect.com 
JOURNAL OF 


ecience @Poinecr- Contaminant 
Hydrology 


Journal of Contaminant Hydrology 78 (2005) 373-374 


Contents Volume 78, 2005 


VOL. 78, NOS. 1-2 


Effects of a reactive barrier and aquifer geology on metal distribution and mobility in a mine 

drainage impacted aquifer 

Redistribution of contaminants by a fluctuating water table in a micro-porous, double-porosity 

aquifer: Field observations and model simulations 

B.A. Fretwell, W.G. Burgess, J.A. Barker and N.L. Jefferies ................... 
Dissolution-induced preferential flow in a limestone fracture 

Optimized method for dissolved hydrogen sampling in groundwater 

Numerical simulations of radon as an in situ partitioning tracer for quantifying NAPL 

contamination using push—pull tests 

Scoping analyses of geochemical sealing of early cracks in a waste container and associated drip 

shield, Yucca Mountain, Nevada 


Modelling of sequential groundwater treatment with zero valent iron and granular activated carbon 


VOL. 78, NO. 3 


A model for contaminant mass flux in capped sediment under consolidation 

Evaluation of synchrotron X-ray computerized microtomography for the visualization of transport 

processes in low-porosity materials 

Sorption and transport of iodine species in sediments from the Savannah River and Hanford Sites 

Effects of sorption on transverse mixing in transient flows 

Pesticide transport in an aerobic aquifer with variable pH—-Modeling of a field scale injection 

experiment 


Erratum 
Erratum to: “Contributions of advective and diffusive oxygen transport through multilayer 


composite caps over mine waste” 


doi: 10.1016/S0169-7722(05)001 13-0 


www.elsevier.com/locate/jconhyd 


87 


105 


129 


147 


167 


185 


207 


231 


257 


q 
ELSEVIER 
l 
27 
53 
71 
! 
|| 
|| 
|| 
| 
4 


374 Contents Volume 78, 2005 


VOL. 78, NO. 4 


Assessing the impacts of partial mass depletion in DNAPL source zones: I. Analytical 
modeling of source strength functions and plume response 


Unidirectional gas flow in soil porosity resulting from barometric pressure cycles 


Influence of hydrogeochemical processes on zero-valent iron reactive barrier performance: 

A field investigation 

L. Liang, G.R. Moline, W. Kamolpornwijit and O.R. West... ................. 291 
Monitoring trichloroethene remediation at an iron permeable reactive barrier using stable 


carbon isotopic analysis 
N. VanStone, A. Przepiora, J. Vogan, G. Lacrampe-Couloume, B. Powers, E. Perez, 


Heterogeneity of chlorinated hydrocarbon sorption properties in a sandy aquifer 

X. Zhao, R.B. Wallace, D.W. Hyndman, M.J. Dybas and T.C. Voice. ............. 327 
Numerical simulations of pyrite oxidation and acid mine drainage in unsaturated waste 

rock piles 

J.W. Molson, O. Fala, M. Aubertin and B. Bussiére.....................00. 343 


| 


